
FEATURES

Typical Industries
 � Automotive
 � Construction
 � Engineering
 � Glass
 � Manufacturing
 � Metal
 � Transport

Applications
 � Bottling/Canning
 � Metal Fabrication
 � Scaffolding

See overleaf for explanation

Level 5 cut resistance (EN388)

Excellent grip in damp, oily and dry conditions

High levels of flexibility and dexterity

Advanced sponge nitrile coating

Lightweight 13 gauge liner and enhanced 
protective padding

Reinforced thumb-line enhances durability

Breathable liner keeps hand cool and helps to 
reduce perspiration

Elasticated wrist provides a secure fit

Seamless liner prevents irritation

SUITABLE FOR CERTIFICATION

A durable glove providing maximum resistance to cuts and protection when handling sharp, slippery objects such as glass 
and metal.

LIGHTWEIGHT, REINFORCED SPONGE NITRILE PALM, CUT LEVEL 5

ULTIMUS LITE™

EN388: 2003

4542

LIGHTWEIGHT

CUT PROTECTIONCUT PROTECTION

CUT 
LEVEL

5



PRODUCT INFORMATION

ORDERING DETAILS

CERTIFICATION LEGENDS

SIZE CODE PACKAGING

7/S SKY681

10 pairs per bag
120 pairs per case

8/M SKY682
9/L SKY683

10/XL SKY684
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EC compliance certificate delivered by the notified body xxx
The descriptions, characteristics, applications and photos are given for information purposes and do not constitute a contractual commitment. The manufacturer reserves the right to make any modifications it deems necessary.

RECOMMENDATIONS FOR USE

 � It is the responsibility of the end user and not the 
manufacturer to determine glove suitability for the 
intended use.

 � These gloves resist cuts but are not cut proof. Do 
not subject to high speed or serrated blades. Do 
not use near moving machines if there is a risk of 
entanglement. Not for use with liquids.

 � Storage: Gloves should be ideally stored in cool, dry 
conditions in original packaging and away from direct 
sunlight.

 � Cleaning/Maintenance: Both new and used gloves 
should be thoroughly inspected, before being worn 
to ensure no damage is present. Gloves should not be 
left in contaminated condition if re-use is intended. 
Not recommended for washing or cleaning as the 
performance characteristics may differ to washed or 
cleaned gloves.

ABOUT GLOBUS
World leader in protecting hands, Globus serves organisations with bespoke hand protection solutions built from a professional range of high performance protective gloves.

Globus is proud to offer bespoke solutions that deliver robust commercial benefits not just safety improvements. We have an enviable track record in helping to 
reduce hand accident rates whilst delivering improved comfort and productivity as well as waste and cost reductions.

Globus applies its expertise across a spectrum of industries, meeting and exceeding a diverse range of hand protection requirements; from the rigorous demands 
of the petrochemical and construction industries to the complexities of clean room and aerospace manufacturing.

Find out why leading companies rely on a solution from Globus to help implement a comprehensive hand protection policy. Contact us today.

MECHANICAL 
HAZARDS
EN 388

PERFORMANCE LEVELS
0-4 0-5 0-4 0-4

Abrasion Resistance 
Blade Cut Resistance

Tear Resistance
Puncture Resistance

MATERIALS
LINER: HPPE

COATING: Nitrile Foam

COLOUR Black/Light Grey

LENGTH (mm) 280-340 (size dependent)

CUFF STYLE Elasticated

ULTIMUS LITE™

CUT PROTECTIONCUT PROTECTION


